
C-6

C S 1  D U P L E X  C O N F I G U R AT I O N

CPU Rack

CS1D-BC052 
(5 slots)

CS1D-DPL01
NOTE: This is not a PLC
module, but a unit for the
Duplex operation.

CS1D-CPU65H
CS1D-CPU67H

CS1D-PA207R

Duplex
Unit

CPUs Power
Supplies

Memory Card

CV500-CN��2

CS1 I/O Connecting
Cable

CS1W-CN��3
(30 or 70 cm; 2, 3, 5, 10, or 12 m)

Power Supplies

CS1D-PA207R

HMC-EF172/372/ 672 
NOTE: Mount to active 
CPU only.

CS1D Expansion 
Backplane

CS1D-BI092
(9 slots)
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Terminating
Resistor
CV500-TER01
(Two provided 
with CS1W-IC102)

PAGE
C-222

Serial
Communications

Ethernet

CS1W-SCU21-V1 CS1W-ETN21

SYSMAC Link
(coaxial, optical)

CS1W-SLK21/SLK11

Controller Link

CS1W-CLK12-V1/CLK21-V1/52-V1

Long-distance
Expansion Connecting
Cable

DeviceNet
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CS1W-DRM21

CS1 CPU Bus Modules

CS1D Expansion I/O Rack

CS1W-IC102

I/O
Control

CS1W-II102

I/O
Interface
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CPU Rack
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